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Very Low Profile
MiMo 3.6/5GHz 
Antenna

Very Low Profile - 115mm (d) x 30mm (h)
Up to 4 x 4 MiMo Dual Band Private LTE / CBRS
EN45545-2 Certified
EN50155 Certified
Certified to IP69K and IK10

FEATURES

The CM[X]-36-55 range has been designed to provide MiMo dual band 3.6/5.0GHz coverage for private LTE / CBRS in an ultra low profile package. The 
compact, robust low-profile housing contains up to four antenna elements with effective isolation and low  correlation covering  3.4-3.8/4.9-6GHz. 

The antenna  is designed to be ceiling mounted and can be fitted on a conductive or non- conductive panel. Supplied with integrated flame retardant 
CS32 cables  (Compliant to UNECE 118.01 and EN45545-2) and a halogen free flame retardant radome the antenna is suitable for many environments.

EN45545-2 and EN50155 approvals mean that the antenna is suitable for mounting on and inside rolling stock and the low height make the product 
suitable for low clearance scenarios including two deck rail cars.

CM4-36-55-2SP 4x4 SMA Male

   Part no.
MiMo

LTE/CBRS Termination

Ultra Compact
MiMo 3.6/5GHz Antenna

Ultra Compact - 80mm (d) x 22mm (h)
Dual Band Private LTE / CBRS 3.6/5.0 
Up to 4 x 4 MiMo

FEATURES

The LPPM[X]-36-55 range has been designed to provide MiMo dual band 3.6/5.0GHz coverage for private LTE / CBRS in an ultra low profile package. 
The compact, robust low-profile housing contains up to four antenna elements with effective isolation and low  correlation covering  3.4-3.8/4.9-6GHz. 

The antenna  is designed to be panel mounted and can be fitted on a conductive or non- conductive panel. Supplied with integrated RG174 cable the 
antenna is suitable for many environments.

Ideal for volume deployments to end-point equipment the LPPM4-36-55-2SP range provides a cost effective way to maximise device connectivity.

LPPM4-36-55-2SP 4x4

   Part no.
MiMo

LTE/CBRS

SMA Male

Termination
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High Gain SiSo Directional 
3.6/5GHz Antenna

High gain SiSo directional antenna
Covers 3.4-3.8GHz for CBRS / 5G LTE Bands 42,43 & 48
Ideal coverage extender for large rooms, 
car parks & warehouses

FEATURES

MiMo Directional Gain 
3.6/5GHz Antenna

Supports 2x2, 3x3 or 4x4 MiMo across 3.4-3.8/5.0GHz
Up to 4x wideband elements with gain
Suitable for mast and rail mounting

WMM49G-36-55-NJ 4x4

WMM39G-36-55-NJ 3x3

WMM29G-36-55-NJ 2x2

   Part no.
MiMo

LTE/CBRS

N Female x4

N Female x3

N Female x2

Termination
FEATURES

The WMM[X]9G-36-55 is a high directional gain 2x2, 3x3 or 4x4  MiMo antenna for 5G / CBRS / private LTE networks. Incorporating two, three or four 
separately fed gain element assemblies in a single housing the WMM[X]9G-36-55 is equipped to provide client side MiMo support for 3.6 and 5.0GHz 
networks. 

The weather resistant housing is designed for rail or mast mounting. Supplied with fitted N female bulkhead connections for easy installation the product 
can be fitted with a range of extension cables. The product range is certifed to both IP66 and IK10 ideal for external or internal use in tough environments.

The Panorama client patch antenna is a directional wall or mast mounted antenna covering 3.4-3.8GHz for CBRS / 5G LTE (LTE Bands 42, 43 & 48) 
applications. 

This antenna is ideal for point to point communications or can be used to cover a wide area thanks to its relatively wide beamwidth in the horizontal and 
vertical planes. Several of these antennas can be used to provide cost effective sectored or MiMo coverage.

The antenna is supplied with a 90 degree adjustable wall / mast mount angle bracket to give optimal mounting flexibility.

Ideal to infill network coverage  black spots  or to provide a consistent connection for subscriber terminals the W36-CP-9 is a cost effective solution to 
network coverage issues.

W36-CP-9 Yes

   Part no.
SiSo

LTE/CBRS

SMA Socket

Termination


